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   CURVAS CARACTERÍSTICAS 

 
   PERFORMANCE CURVES 

Rodete / Impeller Ø Boca asp.  /  Pump inlet Bomba / Pump 

Semi abierto / Semi-opened DN-65 HCP SP                   

50-150 
Número de palas / Blade number Ø Boca imp.  /  Pump outlet 

6 DN-50 
Ø Máx. rodete / Ø Max. impeller Ø Mín. rodete / Ø Min. impeller Velocidad / Speed 

150 mm 110 mm 2900 rpm 
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   CURVAS CARACTERÍSTICAS 

 
   PERFORMANCE CURVES 

Rodete / Impeller Ø Boca asp.  /  Pump inlet Bomba / Pump 

Semi abierto / Semi-opened DN-65 HCP SP                    

50-150 
Número de palas / Blade number Ø Boca imp.  /  Pump outlet 

6 DN-50 
Ø Máx. rodete / Ø Max. impeller Ø Mín. rodete / Ø Min. impeller Velocidad / Speed 

150 mm 110 mm 3500 rpm 
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   CURVAS CARACTERÍSTICAS 

 
   PERFORMANCE CURVES 

Rodete / Impeller Ø Boca asp.  /  Pump inlet Bomba / Pump 

Semi abierto / Semi-opened DN-65 HCP SP                    

50-190 
Número de palas / Blade number Ø Boca imp.  /  Pump outlet 

6 DN-50 
Ø Máx. rodete / Ø Max. impeller Ø Mín. rodete / Ø Min. impeller Velocidad / Speed 

190 mm 150 mm 2900 rpm 
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   CURVAS CARACTERÍSTICAS 

 
PERFORMANCE CURVES 

Rodete / Impeller Ø Boca asp.  /  Pump inlet Bomba / Pump 

Semi abierto / Semi-opened DN-65 HCP SP                    

50-190 
Número de palas / Blade number Ø Boca imp.  /  Pump outlet 

6 DN-50 
Ø Máx. rodete / Ø Max. impeller Ø Mín. rodete / Ø Min. impeller Velocidad / Speed 

190 mm 150 mm 3500 rpm 
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   CURVAS CARACTERÍSTICAS 

 
PERFORMANCE CURVES 

Rodete / Impeller Ø Boca asp.  /  Pump inlet Bomba / Pump 

Semi abierto / Semi-opened DN-80 HCP SP                    

65-215 
Número de palas / Blade number Ø Boca imp.  /  Pump outlet 

6 DN-65 
Ø Máx. rodete / Ø Max. impeller Ø Mín. rodete / Ø Min. impeller Velocidad / Speed 

215 mm 165 mm 2900 rpm 
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   CURVAS CARACTERÍSTICAS 

 
PERFORMANCE CURVES 

Rodete / Impeller Ø Boca asp.  /  Pump inlet Bomba / Pump 

Semi abierto / Semi-opened DN-80 HCP SP                  

65-215 
Número de palas / Blade number Ø Boca imp.  /  Pump outlet 

6 DN-65 
Ø Máx. rodete / Ø Max. impeller Ø Mín. rodete / Ø Min. impeller Velocidad / Speed 

215 mm 165 mm 3500 rpm 
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INOXPA products are available from our branch offices and through a network of independent distributors covering more than 50 countries 
around the World. For more information, visit our Web site:  www.inoxpa.com 
This information is given for guidance only. We reserve the right to change any materials or characteristics without prior notice. 

 
  

 


